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9025 Centre Pointe Dr., Suite 400, West Chester, OH 45069
800-338-1122            513-645-7000         513-645-7993 FAX
	Pipe Data

	Existing Pipe Type:
	
	Proposed Material Type:
	
	Other:
	

	Diameters (in):
	[bookmark: Text139]     
	to
	[bookmark: Text140]     
	Height of Cover (ft):
	[bookmark: Text141]      Min.
	to
	[bookmark: Text142]       Max.
	FHWA Abrasion Level:
	

	Design Service Life (yrs):
	[bookmark: Text143]     
	Live Load:
	
	Joint Requirements:
	
	[bookmark: Text176]Low Flow pH:     
	[bookmark: Text177]R:      

	Connections:
	
	Joint Testing Requirements:
	
	End Treatments: (Final)
	[bookmark: Text155]     

	Run Lengths:
	[bookmark: Text144][bookmark: Text156]          
	[bookmark: Check2][bookmark: Check3]Access:    |_| Open end(s)   |_| Manhole only
	Manhole lid size:
	[bookmark: Text171]     

	Application:
	[bookmark: Check4][bookmark: Check5][bookmark: Check6][bookmark: Text145]|_| Culvert            |_|  Storm Sewer         |_| Sanitary Sewer


	[bookmark: Check1]Project Information                   RUSH REQUEST:  |_|

	Date: 
	[bookmark: Text101]     
	[bookmark: Text96]Respond By Date: 
	[bookmark: Text146]     
	Site Drawings Available:                                    
	
	Regulatory Agency:
	[bookmark: Text147]     

	Project Name:
	[bookmark: Text53]     
	End Market/Land Use:  
	
	Specifications Available:             
	

	Project City:
	[bookmark: Text54]     
	State:
	[bookmark: Text112]     
	Project Zip Code:
	[bookmark: Text104]     
	LEED:
	
	Funding:
	

	Design Status:   |_|    __ % Complete   |_| Permitted   |_| Approved
	Deliverable:      |_| Size/Cost Est.      |_| Proposal       |_| Drawing      |_| Quote



[image: ]

	Hydraulic Properties  (if available)

	Hydraulic Modeling / Data Available:
	

	Flow (cfs):
	     
	Slope (%):
	     

	Velocity (ft/s) 2yr:
	     
	Max: 
	[bookmark: Text174]     


	Pipe Shape Data

	Typical Dimensions

	Span:
	     
	Rise:
	     

	Inv. Elev. Inlet:
	     
	Inv. Elev. Outlet:
	     

	Sag (Invert):
	[bookmark: Text158]     
	Sag (Crown):
	     

	Diameter:
	     

	Uniform Deflection Worse Case Dimensions

	Span:
	     
	Rise:
	     

	Sag (Invert):
	     
	Sag (Crown):
	     

	Triangulation Dimensions at Local Distortion(s)
(use d, e and f is two distortions at same location)

	Span:
	     
	Rise:
	     

	a:
	[bookmark: Text159]     
	d:
	[bookmark: Text160]     

	b:
	[bookmark: Text161]     
	e:
	[bookmark: Text162]     

	c:
	[bookmark: Text163]     
	f:
	[bookmark: Text164]     

	x:
	[bookmark: Text165]     
	y:
	[bookmark: Text166]     












	Soil Properties (if available)

	Geotechnical Report Available:
	

	E′:
	[bookmark: Text175]     

	Soil Bearing Capacity (psf):
	     

	Groundwater Elevation (ft):
	     

	Resistivity (ohm-cm):
	     

	Soil pH:
	     
	R:
	     



















	Sanitary Sewer

	% Full During Install:
	[bookmark: Text157]     %

	Bypassed:
	[bookmark: Check7][bookmark: Check8]|_| Yes     |_| No

	Testing:
	|_| Yes     |_| No

	Test Pressure Duration and Frequency:
	

	[bookmark: Text173]     












	Observations (Condition and Shape, etc.)

	[bookmark: Text87]     

	[bookmark: Text88]     

	[bookmark: Text89]     

	[bookmark: Text169][bookmark: Text113]          

	[bookmark: Text170]     

	





	Contact Information

	Name:
	[bookmark: Text90]     
	E-mail:
	[bookmark: Text91]     

	Company:
	[bookmark: Text92]     
	Phone:
	[bookmark: Text93]     

	Location:
	[bookmark: Text94]     
	Fax:
	[bookmark: Text95]     
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