
SPECIFICATION

MODIFIED TYPE 2 DESIGN

STEEL COLLECTOR PANS

1.1
SCOPE
The work covered under this specification shall consist of furnishing and installing the collector pan system as indicated on the plans and as described in this specification.

1.2
MATERIALS
All components of the collector pan system, except grating, fasteners, and non-metallic items, shall be fabricated from commercial quality hot rolled steel conforming to ASTM A 1011.  Fasteners shall be carbon steel self-drilling screws.  Sealant shall be a gun grade oil resistant type.  All grating shall be grip strut safety grating manufactured from 14 gage mill galvanized carbon steel.

The following metal thicknesses, allowing for standard mill tolerance, shall be adhered to:  All pans, cross drains, flashing, anchor angles, and cross drain support angles shall be minimum thickness 0.094".

1.3
SHOP DRAWINGS
Shop drawings shall be submitted to the engineer for approval prior to construction unless waived by the engineer.

1.4
METHODS OF CONSTRUCTION
1.4.1
CODES AND STANDARDS
All work performed under this specification shall be in conformance with the latest edition, at the time work is performed, of applicable codes and standards of Federal, State, and Local regulations and the Occupational Safety and Health Act.

1.4.2
INSTALLATION OF MODIFIED TYPE 2 COLLECTOR PANS

Collector pans shall be installed directly over the ties and fastened at the ends of the pans as shown on the plans.  Cross drains shall be installed below the pan ends between the ties at locations detailed on the plans.  Cross drain downspouts shall be attached to drainage systems as detailed on the plans.  All pans are to be installed in complete accordance with the installation instructions provided by the manufacturer.

1008693  (3-23-95)

[image: image1.png]SCALE:

REV,

oare:

DRAWN BY:

oate:

© COPYRIGHT



[image: image2.png]SCALE:

REV,

oare:

DRAWN BY:

oate:

© COPYRIGHT





_972106713

